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An industrial-grade centrifugal fan draws air into the light panel. The air is pulled through (4) H13 HEPA filters to
remove germs. The panel surface, the air intake, and the HEPA filters are coated with a Silver and Titanium

destroys any remaining pathogens in the air within the system. Clean air is then recirculated in the space, and
everyone is safer and healthier because of it.

Dioxide nanoparticle film. The negatively charged membranes of the germs stick to the positively charged
nanoparticles. These nanoparticles rupture their membranes and damage their proteins and DNA, leading to their
death. Ultraviolet A (UVA) light, contained within the panel, enhances the effectiveness of the nanoparticles and
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“Share the Light!”

Installation
Light fixture can be installed in both 2x2 and 2x4 
grid ceilings. It can also be mounted to a solid 
surface.

Filter Replacement
Filters should be replaced every 2,200 hours,
indicated by a flashing red light. Reset pin is included.
View diagram below for instructions.

“We recently installed 8 antimicrobial panels in our office.Only a 
couple of days had passed and 2 employees, 1 with chronic allergies 
and 1 with a breathing condition, came up to me and said they were no  
longer experiencing any symptoms at work. They also told me that 
they’ve had 2 of their best nights of sleep in a long time... the only thing 
that’s changed for them are these lights.”

Bill Clark (Owner of Quadrants Construction Co.)

Get Started

Specifications
Power 50W (35W LED, 15W Fan)

Input Voltage 120-277Vac

Dimming 0-10V Dimmable

Lumen Output 4000 lm

CCT 4000K/5000K

Fan CADR 202 CFM

Fan Noise < 40 dB

Application 
Area

Up to 500 sqft.

Certifications EPA, ETL, FDA, and UL

Warranty 5 years

Dimensions 23.69” x 23.69” x 5.5”

Filter Life 2,200 hours
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